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Figure 1
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This instruction sheet deals with SMA Series 50–Ohm
Connectors for flexible cable listed in Figure 1.

Reasons for re–issue can be found in Section 3,
REVISION SUMMARY.
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Select the appropriate cable size and connector.
Refer to the table in Figure 1.

1. Slide the ferrule onto the cable, then strip the
cable according to the dimensions shown in 
Figure 2.
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2. Crimp the center contact onto the center
conductor using the tool listed in Figure 1.

Figure 2

3. Insert the crimped contact into the connector
with the braid over the support sleeve. Pull back
lightly on the cable to ensure that the contact is
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held captive by the contact’s internal locking
features. Refer to Figure 3.

Figure 3
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Figure 4
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4. Slide the ferrule over the braid as shown in
Figure 4.

5. Crimp the ferrule onto the braid using the tool
listed in Figure 1.

6. Examine the crimps under magnification for
damage or irregularities. Periodically inspect the
die closure of the hand tool (see 408–2392)

7. Torque the mated connectors seven to ten inch
pounds.
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Since the previous release of this instruction sheet,
the follow changes have been made:

� Steps have been added to the assembly
procedure;

� The TE logo has been applied; and
� Added three SMA Plugs;
� The format has been updated to the current

corporate requirements,.
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