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Figure 1
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This instruction sheet covers the cable preparation,
contact assembly, and inspection of Type “N” straight
cable connectors shown in Figure 1. Cable type used
with each connector is given in Figure 1.
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Refer to Figure 2 for tooling required to apply these
connectors.
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Figure 2

Reasons for reissue of this instruction sheet are
provided in Section 5, REVISION SUMMARY.
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Prepare the coaxial cable end as follows:

1. Slide the shrink tubing and the crimp sleeve
onto the cable.

2. Strip the cable to the dimensions given on the
appropriate customer drawing for the connector.
See Figure 3, Detail A.
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3. When using MA318 low–loss cable, use the
braid spreading tool to flare the two cable braid
layers away from the cable dielectric. See Figure 3,
Detail B.
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Figure 3
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1. Place solder in the contact pin then position the
pin on the center conductor so that the shoulder of
the pin is flush against the cable dielectric. See
Figure 4, Detail A.

2. Solder the contact pin to the center conductor,
keeping the contact pin flush to the fluoropolymer
cable dielectric.
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1. When using MA318 low–loss cable, install the
connector subassembly onto the locating tool.

2. Slide the connector subassembly over the cable
dielectric and under the cable braid. See Figure 4,
Detail B.

3. Slide the crimp sleeve over the back–end of the
connector subassembly then using the appropriate
hex crimp dies, crimp the crimp sleeve to the cable
and connector. See Figure 4, Detail C.

4. Trim off any excess braids.
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1. Slide the heat shrink tubing against the body of
the connector subassembly.

2. Apply heat to the tubing, shrinking it onto the
cable. See Figure 4, Detail D.
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Adherence to these steps will result in the dimension
given in Figure 5.
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Revisions to this instruction sheet include:

� Updated document to corporate requirements
� Added Connector 1274693–1

Figure 4
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Figure 5
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