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6-POSITION MOTOR CONNECTOR  (6極ࣔーࢱ電源コネࢱࢡ) 

 

 ࡵࡌࡣ .1
こࡢ取扱ㄝ明書ࡣ 6 極ࣔーࢱ電源コネࡢࢱࢡ組立
手順ࠊ取扱方法をㄝ明ࠋࡍ࡛ࡢࡶࡿࡍ作業ࡢ前

必࠾ࡎㄞࡔࡃࡳさいࠋ 

1. Introduction 
This manual describes the assembly procedure and 
handling of the 6-POSITION MOTOR CONNECTOR. 
Read this manual thoroughly before assemble/use the 
connector.  

  
2. 適用製品 2. Applicable Products 

 

Part No.(型番) Descriptions 㸦ྡ称㸧 

176346-7 , 1-176346-7 

2347081-1, 2347081-3 

176346-8 , 1-176346-8 

2347081-2, 2347081-4 

176339-2 

1-175218-2 

Die Cast Case Kit㸦ࢲイキࣕࢣࢺࢫーࢫキッࢺ㸧 

Die Cast Case Kit㸦ࢲイキࣕࢣࢺࢫーࢫキッࢺ㸧 

Die Cast Case Kit with Terminals㸦ࢲイキࣕࢣࢺࢫーࢫキッࢥ/ࢺンྠࢺࢡࢱ梱㸧 

Die Cast Case Kit with Terminals㸦ࢲイキࣕࢣࢺࢫーࢫキッࢥ/ࢺンྠࢺࢡࢱ梱㸧 

6-Position Tab Header for Motor Connector㸦6極ࣔーࢥࢱネࢱࢡ用࣊ࣈࢱッࢲー㸧 

Receptacle Contact 㸦ࣜセࢥ ࣝࢡࢱࣉンࢺࢡࢱ㸧 

 

3. 適用ࢣーࣝࣈ 
製品規格ࠊ取付適用規格ࡶ参照ࡔࡃ࡚ࡋさいࠋ 
 
電線サイ16-20＃ ：ࢬ AWG 
 外径： 9.9～11.4 mmࢺッࢣࣕࢪ

3. Applicable Cable 
Refer Product Specification and Application 
Specification for details. 
 
Wire conductor size : #20-16 AWG 
Cable Jacket Outside Diameter : 9.9 – 11.4 mm 

  
4. 関連規格 
108-5324 : 製品規格 
114-5148 : 取付適用規格 

4. Related Documents 
108-5324 : Product Specification 
114-5148 : Application Specification 

  
5. 組立手順 
下記ࡢ手順࡛組ࡳ立࡚࡚ࡔࡃさいࠋ 

5. Assembly Procedure 
Assemble the cable in following procedure: 

  
1) ワイࣖーࡢ外皮を剥1 ࡄ) Strip Wire Insulation: 

  Remove wire insulation to the lengths as shown. 

 

 

 

 

 

 

 

  
Fig. 1 

 用ワイࣖーࢻンࣛࢢ

Grounding Wire. 

18±2 mm 

3.8~4.8 mm 
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2) 端子を圧着2 ࠋࡿࡍ) Crimp Contacts as shown. 
  

 

 

 

 

 

 

 

 

 

3) 下図示ࡍ様ࠊワイࣖー各部品を通3 ࠋࡍ) Pass through the component parts in the 
sequence as shown. 

 

 

 

 

 

 

 

 

 

 

 

 

 

4) 回路を確認ࠊࡽࡀ࡞ࡋ圧着済ࡳコンࢺࢡࢱをࣛࣉ
軽ࡘࡎ電線を１本ࠊ挿入後ࠋࡿࡍ挿入ࢢンࢪウࣁࢢ

ࠋࡿࡍを確認いこ࡞出ࡅ抜ࡀ圧着端子ࠊࡾ張ࡗ引ࡃ

㸦挿入時ࣃッࢳンいう感触ࡀ有ࠊࡾṇ常挿入さ

 㸧ࠋࡍࡲࡁ確認࡛ࡀ事ࡓࢀ

4) Insert the crimped contact into the correct 
position of the plug housing. After insertion, pull 
the wire lightly to make sure that the contacts are 
fully inserted. (Lock feeling and sound can be 
confirmed when the contact is fully/correctly 
inserted. 

 

 

 

 

 

 

 

 

 

 

 

Fig. 2 

Fig. 4 

Fig. 3 

 ࢢンࢪハウࢢࣛࣉ

Plug Housing 

 用丸型端子ࢻンࣛࢢ

Ring Tongue Contact for Grounding 

圧着端子 

Crimped Contact 

セッࣗࣜࢡࢫࢺー 

Wire Fixed Set Screw 

ワイࣖー ࣛࢡンࣉ 

Wire Clamp 

 ࢫーࢣࢺࢫイキࣕࢲ

Die Cast Case 

ワイࣖーパッキン (ࢦム) 

Wire Packing (Rubber) 
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込ࡵࡣࢫーࢣࢺࢫイキࣕࢲをࢢンࢪウࣁࢢࣛࣉ (5
 㸧ࡿあࡀいう感触ンࢳッࣃ㸦挿入時ࠋࡴ

5) Load in plug housing inside the die cast case as 
shown. (When the housing is inserted correctly, 
the operator will have a tactually reacting touch in 
place.)  

  
ࢪネࢫーࢣࢺࢫイキࣕࢲ用丸形端子をࢻンࣛࢢ (6
Ṇࠋࡿࡍࡵ㸦締ࡵ付ࢡࣝࢺࡅ 28.4-34.3 N-cm㸧 

6) Screw-on the grounding contact onto die cast 
case with the tightening torque ranging between 
28.4-34.3N-cm. 

  
さࢺッࢭࢫーࢣࢺࢫイキࣕࢲࡀッキンࣃࢫーࢣ (7
 ࠋࡿࡍ確認ࡿい࡚ࢀ

7) Make sure to see if case packing is properly 
fitting onto the surface of die cast case. 

  
穴ࠊ時ࡢこࠋࡍࡲࡅ付ࡳーを組ࣗࣜࢡࢫࢺッࢭ (8
 ࠋこࡿࡍを確認こࡿ見えࡀࢫーࢩࡢࣝࣈーࢣࡽ

8) Apply to lid with the wire fixed set screw tightly 
over the wire bundle outlet, and at this time, make 
sure the cable sheath is visible through the 
opening of the die cast case, and tighten the screw. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Have the plug connector mated with the tab (9 ࠋࡿࡏ嵌合さーࢲッ࣊ࣈࢱをࢢࣛࣉ (9
header as shown. 

  
10) 2ヶ所をࣂインࢻネࢪM3࡛締ࡵ付ࠋࡿࡅ 
締ࡵ付58.8-49.0：ࢡࣝࢺࡅ N-cm 

10) Secure the connector by tightening the two 
securing pan-head M3 screws with the tightening 
torque of 49.0-58.8 N-cm. 

 

 

 

 

 

 

 

 

 

 

 

Fig. 5 

Fig. 6 

セッࣗࣜࢡࢫࢺーࢣࡣーࡢࢫすࡁ間ࡀ 

0.7mmࡢころま࡛回し込むࠋこࡢ時ࡢ 

最大ࡣࢡࣝࢺ 196.1 N-cmするࠋ 

Wire fixed set screw must be tightened so  

as to the gap between the case and screw  

gets to 0.7mm, with the tightening torque  

of 196.1 N-cm maximum. 

穴 

Opening 

 ム㸧ࢦパッキン㸦ࢫーࢣ

Case Packing (Rubber) 



 Instruction Sheet 411-5747 

Rev. A 4 of 4 

 

6. 改定記録 6. Revision Record 

 

Revision Record㸦改定記号㸧 Date㸦日付㸧 Outline of revision㸦改定ࡢ概要㸧 

O1 14NOV2000 2 ヶ国語の文書を一括管理とした。 

非 SI単位を SI単位に換算。 
Combine two language versions into one document. 
Change non-SI unit to SI Unit. 

A 14FEB2019 適用製品に䝣タ䝹酸䝣䝸ー品を追加。 

適用ケー䝤䝹外径を変更 
Add part number of Phthalic acid-Free product to applicable 
products. 
Change applicable cable outer diameter. 

 


