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New Motor Connector  (ࢱ࣮ࣔ ࣮ࣗࢽ コネࢱࢡ) 

 

 ࡵࡌࡣ .1
こࡢ取扱ㄝ明書࣭ࢱ࣮࣭࣮ࣔࣗࢽ ࡣコネࡢࢱࢡ組立
手順ࠊ取扱方法ࢆㄝ明ࠋࡍ࡛ࡢࡶࡿࡍ作業ࡢ前必ࡎ

 ࠋさいࡔくࡳㄞ࠾

1. Introduction 
This manual describes the assembly procedure and 
handling of the NEW MOTOR CONNECTOR. 
Read this manual thoroughly before assemble/use 
the connector.  

  
2. 適用製品 2. Applicable Products 

 

Part No.(型番) Descriptions 㸦ྡ称㸧 

2345834-1 

1-2345834-1 

Receptacle Kit 

㸦ࣜセࣝࢡࢱࣉ キット㸧 

2345834-2 

1-2345834-2 

Receptacle Kit WITH Terminals 

㸦ࣜセࣝࢡࢱࣉ キット/コンࢡࢱトྠ梱㸧 

1473060-2 Post Header㸦ポࢫト࣊ッࢲ㸧 

1318912-3 Receptacle Contact, Loose Piece 㸦ࣜセࣝࢡࢱࣉ コンࢡࢱト、ࣛࣂ状㸧 

 

3. 適用ࣝࣈ࣮ࢣ 
製品規格ࠊ取付適用規格ࡶ参照࡚ࡋくࡔさいࠋ 
 
電線サࢬ㸸 ＃20-16 AWG 
 外径㸸 9.2～11.4 mmࢺッࢣࣕࢪ

3. Applicable Cable 
Refer Product Specification and Application 
Specification for details. 
 
Wire conductor size : #20-16 AWG 
Cable Jacket Outside Diameter : 9.2 – 11.4 mm 
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ワイ࣮࣭ࣖࣛࣃ࣮ࣂッキン 

WIRE RUBBER PACKING 

φ9.2～9.9：青色/BLUE 

φ9.9～11.4：黒色/BLACK 

ࣜセ࣭ࢫ࣮ࢣ 

REC. CASE 

 

 

4. 関連規格 
108-5743 : 製品規格 
114-5303 : 取付適用規格 

4. Related Documents 
108-5743 : Product Specification 
114-5303 : Application Specification 

 
 

 

5. 組立手順 
下記ࡢ手順࡛組ࡳ立࡚࡚くࡔさいࠋ 

5. Assembly Procedure 
Assemble the cable in following procedure: 

  
Fig.1 ࣝࣈ࣮ࢣ (1 さࡔく࡚ࡋ通ࢆ付属品ࡍ示
いࠋ 

1) Insert accessories in accordance with Fig.1 to 
the cable. 

 

 

 

 

 

 

 

 

 

 

 

 

Fig.2 ࢆ芯線ࢺッࢣࣕࢪࣝࣈ࣮ࢣ (2 寸法࡛ࡍ示
被覆剥࡚ࡋࡁくࡔさいࠋ芯線傷ࡘࢆけ࡞い様注意

࡚ࡋ直ࡾやࡣ場合ࡓࡋษ断ࡀ一部ࠊࡾࡓいࡘࡀ傷ࠊࡋ

くࡔさいࠋ 

2) Strip the cable jacket and insulation of the wires 
in accordance with Fig. 2. Do not cut or damage the 
wires/cable. Cut cable end and retry if the cable or 
wires are cut off or damaged. 

 

 

3) 取付適用規格ࢆ参照ࠊࡋコンࢆࢺࢡࢱ圧着࡚ࡋ下
さいࠋ圧着後規格従࡚ࡗ圧着状態ࢆ検査࡚ࡋくࡔさ

いࠋ 

3) Refer to the Application Specification, crimp the 
contact to the wire. After crimping, check the 
workmanship in accordance with the application 
specification. 

 

Fig. 2 

Fig. 1 

注) ワイヤ䞊䞉ラ䝞䞊䝟ッキン䛿 2種類あります䛾で 

䛤注意くだ䛥い。 (4ペ䞊ジ参照) 

Note) Please note that there are two types of 
 wire rubber packing. (Refer page 4) 
Please be careful 

 

Fig. 3 
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4) 回路ࢆ確認ࠊࡽࡀ࡞ࡋ圧着済ࡳコンࣛࣉࢆࢺࢡࢱ
ࢆ電線ࠊ挿入後 ࠋさいࡔく࡚ࡋ挿入ࢢンࢪウࣁࢢ
１本ࡘࡎ軽く引ࡗ張ࠊࡾ圧着端子ࡀ抜け出࡞いこࢆ

確認࡚ࡋ下さいࠋ㸦挿入時ࢳࣃンいう感触ࡀあ

 㸧ࠋࡍࡲࡁ確認࡛ࡀ事ࡓࢀ挿入さ正常ࠊࡾ

4) Insert the crimped contact into the correct 
position of the plug housing. After insertion, pull 
the wire lightly to make sure that the contacts are 
fully inserted. (Lock feeling and sound can be 
confirmed when the contact is fully/correctly  
inserted. 

 

 

ࢣࣕࢪࣝࣈ࣮ࢣࠋࡍࡲ行いࢆࡵ位置決ࡢࣝࣈ࣮ࢣ (5
ッࢺ端ࡀ Fig. 5 ࡢ位置来ࡼࡿう位置決ࠊࡋࡵそ
ࠊッキンࣃ࣮ࣂ࣭࣮ࣛࣖワࠊࡲࡲࡓࡋ保持ࢆ位置ࡢ

ワࣛࢡࣖンࢫ࣮ࢣࢭࣜࢆࣉ内ࠊࡋࡽࡎワࣇ࣭ࣖ

ࣈ࣮ࢣ付け࡚ࡵ締ࢆ࣮ࣗࣜࢡࢫ࣭ࢺッࢭ࣭ࢻࢫࢡッ

締ࡢ࣮ࣗࣜࢡࢫࠋさいࡔく࡚ࡋ固定ࢫ࣮ࢣࢭࣜࢆࣝ

 ࠋさいࡔく࡚ࡋ参照ࢆFig.6ࠊࡣࢡࣝࢺ付けࡵ

5) To positioning and fix the cable to the receptacle 
case, proceed as follows. Slide the receptacle case 
so that the end of cable jacket is positioned as Fig. 
5. Keeping the position, slide the wire rubber 
packing, the wire clamp into the receptacle case 
then tighten the fixed set screw. The fixed set 
screw must be tighten by the torque in Fig.6.  

 

 

 

 

 

ࢇ込ࡵࡣࢫ࣮ࢣࢭࣜࢆࢢンࢪウࣁࢭ࣮ࣜࢼン (6
࡛くࡔさいࠋ正ࡋくࡵࡣ込ࡓࢀࡲ時ࡣロッࢡ音ࡲࡋࡀ

ࢫ࣮ࢣ࡛ࡢࡍࡲࡾあࡀ方向性ࡣッキンࣃࢫ࣮ࢣࠋࡍ

ࡀッキンࣃ Fig.7 ࢭࣜࠊ(1*)こࡿい࡚ࡗ࡞ࡁ向ࡢ
 ࠋ下さい࡚ࡋ確認ࢆいこ࡞い࡚ࢀ外ࡽࢫ࣮ࢣ

6) Insert the inner receptacle housing into the 
receptacle case until the housing lock properly 
engaged. Since the case packing (rubber) is 
directional, check that the case packing is in the 
direction shown in Fig. 7 (*1) and that the case 
packing is not drop off from the receptacle case 
during assembly process. 

型番 

Part No. 

締ࡵ付けࢡࣝࢺ 

TIGHTEN TORQUE 

  2345834-1 
1-2345834-1 
  2345834-2 
1-2345834-2 

150～250N-cm 

Fig. 4 

注意㸹 

製品型番࡚ࡗࡼ締付ࡀࢡࣝࢺ違いࠋࡍࡲ 

間違ࡓࡗ締付࡛ࢡࣝࢺ締付けࡓ場合防水性能 

影響ࡿࡍ為ࠊ十ศ注意࡚ࡋ下さいࠋ 

CAUTION ;  
 
The applicable tighten torque is different in each 
part number. 
Take care the applicable tighten torque in order to 
keep water proof performance. 

Fig. 6 Fig. 5 
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(*1) 

 

 

 

 

 

 

 

 

 

 

 

 

 

7) 組ࡳ立࡚ࢆࢢࣛࣉࡓポ࣊ࢺࢫッࢲ嵌合さ2ࠊࡏ本
ࣂࠋさいࡔく࡚ࡋ付け࡚固定ࡵ締ࢆࡌࡡࢻンࣂࡢ

ンࡢࡌࡡࢻ締ࡵ付け58.8～49.0ࠊࡣࢡࣝࢺ N-cmࡋ
࡚くࡔさいࠋ 

7) Plug in the assembled cable with plug to the 
post header. Tighten two (2) bind screws at 49.0 – 
58.8 N-cm in torque.  

 
 

 

 

6.ワࣃ࣮ࣂ࣭࣮ࣛࣖッキン 
2 種類ࡢワࣃ࣮ࣂ࣮ࣛࣖッキンࡀ Receptacle kit 
(P/N: 2345834-1,-2, 1-2345834-1,-2)ࡢ中同梱さࢀ
࡚いࠋࡍࡲ(図 9 

6. WIRE RUBBER PACKING 
Two type of WIRE RUBBER PACKING are in 
Receptacle kit (P/N: 2345834-1,-2, 1-2345834 
-1,-2). (Fig.9 

 

 

 

 適用径ࣝࣈ࣮ࢣ

Applicable cable range 

Φ9.2～9.9mm 

(SMALL HOLE) 

Φ9.9～11.4mm 

(LARGE HOLE) 

色 

Color 

青色 

BLUE 

黒色 

BLACK 

Fig. 8 

䝞インドネジ M3 
bind-head screw M3 

Fig. 7 

Fig. 9ワࣃ࣮ࣂ࣭࣮ࣛࣖッキン 

    WIRE RUBBER PACKING 

SMALL HOLE 
LARGE HOLE 


