NOTE:

1. MATERIAL:
   HOUSING: THERMOPLASTIC HIGH TEMP., UL94 V-0, COLOR: BLACK.
   CONTACT: PHOSPHOR BRONZE, THICKNESS: 0.35mm.
   SHELL: BRASS, THICKNESS: 0.25mm.
2. FINISH:
   CONTACT: GOLD PLATED (SEE TABLE) IN CONTACT AREA,
   GOLD FLASH ON SOLDER TAILS,
   50u" MIN. NICKEL UNDERPLATED ALL OVER.
   SHELL: 20u" MIN. NICKEL PLATED.
3. WAVE SOLDER CAPABLE TO 265°C PER 109-202,
   CONDITION B.
NOTE:
1. MATERIAL:
   HOUSING: THERMOPLASTIC, HIGH TEMP., UL94 V-0, COLOR: BLACK.
   CONTACT: PHOSPHOR BRONZE.H, THICKNESS: 0.35mm.
   SHELL: BRASS, THICKNESS: 0.25mm.
2. FINISH:
   CONTACT: GOLD PLATED (SEE TABLE), IN CONTAPE AREA,
   GOLD FLASH ON SOLDER TAILS,
   50µ" MIN. NICKEL UNDERPLATED ALL OVER,
   SHELL: 20µ" MIN. NICKEL PLATED.
3. WAVE SOLDER CAPABLE TO 265°C PER 109-202,
   CONDITION B.

RECOMMENDED PCB LAYOUT (THICKNESS: 1.6MM)
DIMENSION TOLERANCE: 1 PLC: ±0.1 2 PLC: ±0.05
NOTE: 1. MATERIAL: PET T: 0.8mm.

TOP COVER
(ONLY FOR TOP TRAY)

MODULAR JACK

TRAY
335mm(L)X220mm(W)X21mm(H)
100 PCS/TRAY

CARTON
345mm(L)X235mm(W)X195mm(H)
11 TRAY/CARTON
TOTAL: 1100 PCS
GROSS WEIGHT: 7Kg