SUGGESTED PANEL CUTOUT DIMENSIONS

<table>
<thead>
<tr>
<th></th>
<th>X-216000-1</th>
<th>X-216000-2, -3 AND -5</th>
</tr>
</thead>
<tbody>
<tr>
<td>PANEL THICKNESS</td>
<td>1,6 mm</td>
<td></td>
</tr>
<tr>
<td>CUTOUT FOR BACK PANEL MOUNTING</td>
<td>15,5 mm</td>
<td></td>
</tr>
<tr>
<td>CUTOUT FOR FRONT PANEL MOUNTING</td>
<td>16,5 mm</td>
<td></td>
</tr>
<tr>
<td>2,3 mm DIA. BARREL TERMINAL (6 PC)</td>
<td></td>
<td></td>
</tr>
<tr>
<td>2,5 mm DIA. BARREL TERMINAL</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

TOLERANCE: ±0,15 UNLESS SPECIFIED OTHERWISE

OBSOLETE

500 PCS. IN A BOX

STUFF CAP [ 1 PC PER KIT ]

NOTES:

- BARREL TERMINALS WILL ACCEPT ONE OR TWO WIRES OF THE SAME SIZE PER TERMINAL.
- WIRE SIZE FOR SOLID AND STRANDED WIRES: 0,12 mm² (36 AWG) - 0,35 mm² (22 AWG).
- MAXIMUM INSULATION DIA. 1,2 mm.
- STUFF CAP IS SHIPPED NOT ASSEMBLED.
- MATERIALS: STUFF CAP – A.B.S. UL 94HB
  - BARREL TERMINALS - PHOS.BRONZE, PRE-TINPLATED.
  - CONTACTS - PHOS.BRONZE, PLATED 1,25
  - SELECTIVE GOLD OVER 1,25
  - HOUSING - PBT, UL 94HB
- FOR 216000-2 DIMENSION 15,2 IS 14,6
- CORRESPONDING WITH THE MARKED DASH LINES
- NO STUFF CAP INCLUDED