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 P2P 1P HEADER ASSEMBLY DESCRIPTION OF ASSEMBLY 

NOTES:
 
1. LAYER PACKING WITH CORRUGATED
 
  MOUNTING SCREW M5 WITH MINIMUN SCREWHEAD �n�10mm
  RECOMMENDED TIGHTENING TORQUE OF THE SCREW 6�#�0.5NM
 
  RECOMMENDED TIGHTENING TORQUE OF THE SCREW M6=8�#�1NM; M8=10�#�1NM
 
  SUITABLE HVIL CONTACTS TE P/N 1418760-3
 
5. COUNTERPART SEE TE DRAWING 2324136/2324086
 
   SEALING AREA: NO BURR, TOOL PARTING, SHRINKAGE, 
   CAVATIES AND GATE MARK PERMITTED, SURFACE QUALITY: Ra<=0.8µm
 
   MATERIAL: CORROSION RESISTANT, ELECTROCONDUCTIVE FOR INTERFACE
 
    PRODUCT SPEC:
    90DEG:  108-101439 
    180DEG: 108-101481
 
 9. SHIELDING IS TIN PLATING.
 
    APPLICATION TEMTERATURE -40�$�C ~ 125�$�C
 
    M6 STANDARD PIN VERSION
 
    M6 BUSBAR PIN VERSION
 
    M8 BUSBAR VERSION
 
 14    MARK SHOWNS THE CHANGE POINT OF REV.C2 DWG.  
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