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1. MATERIAL: COPPER ALLOY FOR ROUND SOCKET, SQUARE BODY, AND COMPLIANT PINS.

2. FINISH:
         ROUND SOCKET: 150µIN MIN SILVER OVER 50µIN MIN NICKEL PLATING
         SQUARE BODY: 150µIN MIN NICKLE PLATING
         COMPLIANT PINS: 80µIN MIN TIN OVER 50µIN NICKEL PLATING

 RECOMMENDED PCB HOLE SPEC:
         DRILLED HOLE: Ø1.15 ±0.025mm
         FINISHED HOLE: Ø1.02 ±0.05mm
         COPPER PLATING: 0.03mm MIN PER SURFACE
         TIN PLATING: 0.008mm MIN PER SURFACE

4. ELECTRICAL PERFORMANCE: 300A CURRENT

5. INSTALLATION: APPROX. 230Lbf TO PRESS ASSEMBLY ONTO BOARD

6. RECOMMENDED TORQUE FOR M3 SCREW: 5Kgf*cm

RECOMMENDED PCB LAYOUT
PCB THICKNESS: 2.00mm MIN

M3*0.5-6H
THREAD DEPTH 6.0
OPTIONAL PLATING

2 PLC

3


	Sheet 1
	Views
	new_view_5
	new_view_6
	right_7
	top_8
	bottom_9



