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SEE PART NUMBER

BREAKDOWN

RESTRICTED TO: 

X
X

X
X

 CODE MATERIAL

1 ALUMINIUM

2 NICKEL ALUMINIUM BRONZE

4 STAINLESS STEEL

7 BLACK ACETAL

74 COMPOSITE

CODE DESCRIPTION

B
CADMIUM, OLIVE DRAB OVER ELECTROLESS NICKEL

C ELECTROLESS NICKEL

G
BLACK ANODISE, SULPHURIC

J PASSIVATE

U UNPLATED CLEAN FINISH NOT SHOT BLASTED

Z SHOT BLAST FOR NON-REFLECTIVE FINISH

ZB ZINC COBALT OLIVE DRAB OVER ELECTROLESS NICKEL

ZN ZINC NICKEL BLACK PASSIVATE OVER ELECTROLESS NICKEL

CODE MATERIAL / FINISH 

1-C ALUMINIUM / ELECTROLESS NICKEL

1-B ALUMINIUM / CADMIUM OLIVE DRAB OVER ELECTROLESS NICKEL

1-ZB ALUMINIUM / ZINC COBALT OLIVE DRAB OVER ELECTROLESS NICKEL

1-ZK ALUMINIUM / ZINC COBALT BLACK OVER ELECTROLESS NICKEL

1-ZN ALUMINIUM / ZINC NICKEL BLACK PASSIVATE OVER ELECTROLESS NICKEL

4-J STAINLESS STEEL / PASSIVATE

2-Z NICKEL ALUMINIUM BRONZE / SHOT BLAST

CODE FINISH

C ELECTROLESS NICKEL

B CADMIUM OLIVE DRAB OVER ELECTROLESS NICKEL

ZB ZINC COBALT OLIVE DRAB OVER ELECTROLESS NICKEL

ZN ZINC NICKEL BLACK PASSIVATE OVER ELECTROLESS NICKEL

CODE FINISH

C ELECTROLESS NICKEL

B CADMIUM OLIVE DRAB OVER ELECTROLESS NICKEL

ZN ZINC NICKEL BLACK PASSIVATE OVER ELECTROLESS NICKEL

CHP
ELECTROLESS NICKEL, HIGH PHOSPHOR

Y YELLOW CHROMATE OVER CADMIUM

GOLD GOLD OVER ELECTROLESS NICKEL

SEE SS0076 FOR FULL RANGE OF FINISH OPTIONS

TABLE ?

TABLE ?

GENERALLY TO MIL-DTL-38999

SHELL MATERIAL - SEE TABLE

FINISH - SEE TABLE 

O RING - SILICONE

INSERT - THERMOSET PLASTIC

SEALS - SILICONE ELASTOMER

SUPPLIED WITH CRIMP CONTACTS

MESH-TAPE
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MANUFACTURED UNDER LICENCE 'WESTLANDS HELICOPTERS UK PATENT 2239358'
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RESTRICTED TO: 

KMAH1-17-1-C-S1-HE

SERIES

CONNECTOR INTERFACE

ANGLE

SHELL SIZE (TABLE 1)

MATERIAL

   ALUMINIUM ALLOY

FINISH (TABLE 3)

SLOT OPTION (TABLE 2)

TERMINATION OPTION

   HE - CONSTANT FORCE SPRING

   OMIT FOR SUPPLIED WITHOUT SPRING

CODE FINISH

C  ELECTROLESS NICKEL

B CADMIUM OLIVE DRAB OVER ELECTROLESS NICKEL

ZB ZINC COBALT OLIVE DRAB OVER ELECTROLESS NICKEL

ZN ZINC NICKEL BLACK PASSIVATE OVER ELECTROLESS NICKEL

SLOT

OPTION

L

±0,5

M

±0,2

N

±0,2

MESH-TAPE PART NUMBER

(ORDERED SEPARATELY - 25 M REEL)

S1
26,5 12,0 19,5 KM (6)

S2
34,5 20,0 27,5

KM (13)

SEE SS0076 FOR FULL RANGE OF FINISH OPTIONS

TABLE 3

TABLE 2

TABLE 1

SHELL

SIZE

A 

THREAD

ØB

MAX

C

MAX

D

MAX

E

MAX

F

MAX

K

±0,5

ØG

MIN

ØH 

MAX

09 M12 x 1.0
18,0 12,5 14,5 20,0 21,5 13,5 6,8 13,2

11 M15 x 1.0
21,0 13,0 15,0 23,0 23,0 14,5 10,3 16,7

13 M18 x 1.0
24,5 13,6 15,5 27,0 24,5 17,0 13,6 20,0

15 M22 x 1.0
29,0 14,0 16,0 28,0 28,5 16,5 16,3 22,7

17 M25 x 1.0
32,5 15,0 17,0 31,0 30,0 18,0 19,5 25,4

19 M28 x 1.0
35,5 16,0 18,0 36,0 31,5 21,0 21,9 28,3

21 M31 x 1.0
37,0 16,6 18,5 39,0 33,0 22,0 25,2 31,6

23 M34 x 1.0
40,0 17,0 19,0 41,0 34,5 23,0 28,3 34,7

25 M37 x 1.0
43,5 17,4 19,5 47,0 36,0 27,5 31,5 37,9

CONSTANT FORCE SPRING (HE)


