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Table 1: Dimensions, inch (mm) 
 

PART  
DESCRIPTION 
(See Adhesive) 

 (A) 
Min. Exp. ID 

 (B) 
Max. Rec’d. ID 

(C) Ref. Rec’d.  
Wall Thickness  

Unrestricted Full  
Recovered Length (D) 

± .25 (6) 
URHT-200 2.00 (51) 0.23 (6) 0.14 (3.5) 3, 4, 6, 10  (76, 102, 152, 254) 
URHT-300 3.00 (76) 0.34 (9) 0.14 (3.5) 3, 4, 6, 10  (76, 102, 152, 254) 

 
 
Material:   Flame retarded, black, cross linked polyolefin. 
 
Adhesive (optional):  Factory hot melt adhesive may be applied.  Specify adhesive type number /42  

                     (e.g. URHT-200/4/42-0). 
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Table 2: Properties 
 
 Property Performance Test Method 
Physical Tensile Strength 1200 psi (8.3 Mpa) minimum ASTM D-412 

 Ultimate Elongation 250% minimum ASTM D-412 
 Specific Gravity 1.4 maximum ASTM D-792 
 Water Absorption 0.5% maximum ASTM D-570 A 
 Hardness 35 ± 5 Shore D ASTM D-2240 
 Flammability Pass ASTM D-635 
 Corrosion Resistance Pass MIL-I-81765 
 Low Temperature Flexibility 

4 hours at –67 ± 2°F (-55 ± 1°C) 
Pass MIL-I-81765 

 Heat Resistance 
168 hours at 347 ± 2°F (175 ± 
1°C) 

Ultimate elongation, 200% minimum 
Tensile strength, 1000 psi (6.9 Mpa) 
minimum 

MIL-I-81765 

 Heat Shock 
4 hours at 437 ± 5°F (225 ± 2°C) 

No cracking, dripping or flowing MIL-I-81765 

Elastic Memory 275% minimum expansion to 4 inch (10 cm) of a fully 
recovered test specimen and 93% recovery of expanded 
specimen after oven conditioning for 1 minute at 302 ± 
4°F (150 ± 2°C) 

Electrical Dielectric Strength 200 v/mil (7880 v/mm) minimum ASTM D-149 
 Volume Resistivity 1012 ohm-cm minimum ASTM D-257 
Chemical Fluid Resistance Ultimate elongation, 200% minimum 

Tensile strength, 750 psi (5.2 Mpa) 
minimum 

MIL-I-81765 

Operating Temperature -131 to + 275°F (-55 to +135° C) without adhesive  
 
 
 
 
 
 
 
 
 

 
 

 
 
 
 


