
TE CONNECTIVITY APPLICATION TOOLING: CRIMP TECHNOLOGY 

OCEAN 2.0 APPLICATOR
End Feed Applicator Side Feed Applicator

Issue:
Too much
wire brush

Fix: 
Adjust stripper
position

Fix: 
Replace shear plates 
and/or the shear 

Issue: 
Terminal cut-off 
tab deformed
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Insulation
Crimp Height
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Adjustment

(-)

(+)

Issue:
Improper front  
to back terminal
position causing
too much front  
bellmouth or too  
much cut-off tab

Fix: 
Adjust strip  
guide plate

Issue:
Too much
wire brush 

Fix:  
Adjust stripper
position

(+)
(-)

Back stroke length
adjustment screw

Back stroke length  
adjustment lock screw

Fine feed  
adjustment screw

Feed pawl  
adjustment screw(forward)

(backward)

Mechanical Feed Pneumatic Feed

(forward) (backward)

(Longer 
Pitch)

(Shorter
Pitch)

Feed pawl  
adjustment 
screw

Feed forward 
speed control

Feed retract speed control

Wire Crimp Disc O-Ring

Insulation
Crimp Dial

Insulation
Crimper

Wire Crimper

Adjustment Bolt

Anvil

Shear Plates
Strip Guide Block

Ram

Housing

Stock Drag

Strip Guide Plates

Base Plate

Wire Crimp Disc
O-Ring

Ram

Adjustment Bolt

Insulation Crimp Dial

Wire Crimper

Shear Depressor

Floating Shear

Front Shear Holder

Anvil

Base Plate

Counter

Housing

Strip Guide Plate

Front Strip  
Guide Plate

Drag Release Lever

Stock Drag

Strip Guide
Adjustment
Block

Fine feed adjustment
lock screw

All feed modules  
and adjustments  
are the same  
for side-feed  
and end-feed  
applications.
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To learn more about the right TE tooling for your needs,  
call us at 717-810-2082 or email ToolingSales@te.com

Detent Disc

Counter

Detent Disc

Insulation Crimper

Terminal 
position 
adjustmentTerminal 

pitch 
adjustment

Crimp Quality 
Fundamentals Video

Click to download 
the CrimpData App

OCEAN 2.0 Video

Adjustment Head

Adjustment Head

SCAN TO PLAY OUR HELPFUL VIDEOS

How to Select an 
Applicator Video

Reversible Crimp Height
Adjustment Pin

Reversible Crimp Height
Adjustment Pin

(OCEAN 2.0: Shorter profile for more installation flexibility) 

OCEAN 2.0 Feature:
Protective black nitride 

coating on select components

OCEAN 2.0 Feature:
Easy-to-access screws for faster applicator 

set-up and adjustments

OCEAN 2.0 Features:
Wire Crimp Height Adjustment 

• Prevents more than 360° of 
adjustment to help minimize 
adjustment errors

• Able to adjust crimp height at 
1° increments

OCEAN 2.0 Feature:
Relocated forward-facing 

screws for faster/easier access 
to make adjustments without 

removing applicator from some 
machines

OCEAN 2.0 Feature:
Pinned base-plate design to 
help prevent misalignment


